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13:20-32.2

:20-30.12 Compliance with diescl emission stan rds,

equipment requirements, and test
periodic inspection

(a) Exdept as otherwise provided in
diesel-powesed school buses registered /i
be subject t
lished by the

L. 1995, c.157,
New Jersey shall
applicable diesel emjsSion standards estab-

I buses registered in New Jersey
shall be subjegy’to periodic\inspection in accordance with

Rule, R.1997 d.392, effective September
ce: 29 NJR. 1264(a), 29 N.J.R. 4149¢a).

SUBCHAPTER 31.

(RESERVED)

SUBCHAPTER 32. INSPECTION STANDARDS
AND TEST PROCEDURES TO BE USED BY
OFFICIAL INSPECTION FACILITIES

13:20-32.1

The following words and terms, when used in this sub-
chapter. shall have the following meanings unless the con-
text ¢learly indicates otherwise.

Definitions

“Certificate of approval” means an inspection  sticker
issued by an official inspection facility, a licensed private
inspection facility, or a State specialty inspection facility
cerufying that a motor vehicle complies with the require-
ments of Title 39 and Title 26 of the Revised Statutes,
N.JA.C. 13:20-43, this subchapter or N.J.A.C. 13:20-33,
whichever is applicable, and N.J.A.C. 7:27-15 and 7:27B—4
regarding the inspection of motor vehicles.

“Certificate of waiver” means an inspection sticker issued
by an official inspection facility evidencing that a motor
vehicle has successfully passed a safety inspection but that
the requirements of compliance with N.J.A.C. 13:20-43 and
the rules adopted by the Department of Environmental
Protection pertaining to emission inspection standards have
been waived by the Division for the particular inspection
cvcle for which the waiver is granted.

“Director” means the Director of the Division of Motor
Vehicles in the Department of Transportation in the State
of New Jersey.
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“Division” means the Division of Motor Vehicles in the
Department of Transportation in the State of New Jersey.

“Gross vehicle weight rating” or “GVWR” means the
value specified by the manufacturer as the maximom loaded
weight of a single or combination (articulated) vehicle.

“Official inspection facility” means a test-only inspection
facility that the State Treasurer has contracted for pursuant
to section 4 of P.L. 1995, c.112.

“Private inspection facility” means any person. partner-
ship, or corporation licensed by the Division pursuant to
N.J.A.C. 13:20—44 10 perform the motor vehicle inspections
required by NJ.S.A. 39:8-1.

“State specialty inspection facility” means a test-only in-
spection facility that is operated by the Division to inspect
certain motor vehicles as specified in N.J.A.C. 13:20-7.3(d).

13:20-32.2 General provisions; official inspection facilities

(a) This subchapter contains the inspection standards and
test procedures 10 be used by official inspection facilities
when inspecting and certifying automobiles. trucks. modified
buses with a capacity of not more than 15 passengers which
have been issued passenger, governmental, no fee. or com-
mercial vehicle license plates by the Division. and motorcy-
cles for compliance with inspection standards.

(b) Official inspection facilities shall be authorized to
engage in the inspection, reinspection and certification of
automobiles. trucks, modified buses with a capacity of not
more than 15 passengers which have been issued passenger.
governmental, no fee, or commercial vehicle license plates
by the Division, and motorcycles: provided. however. official
mspection facilities shall not inspect modified buses with a
capacity of more than 15 passengers. school buses. buses
which are subject to inspection by the Division's Commer-
cial Bus Inspection and Investigation Unit. jitneys as defined
in NLA.C. 13:20=44.2. or motor vehicles with elevated
chassis height which are subject to inspection in accordance
with N.J A .C. 13:20-37.

(c) An official inspection facility shall be authorized 1o

affix an inspection certificate of approval on a motor vehicle
uporn:

1. Initial inspection as certification of compliance with
inspection requirements: and

2. Reinspection as certification that defects for which
the motor vehicle was initially rejected have been re-
paired. adjusted, or corrected 10 bring the motor vehicle
into compliance with inspection requiremenis.

(d) An official inspection facilin shall be authorized to

affix a certificate of waiver on a motor vehicle which
satisfies all of the requirements of N.JA.C 13 20—43.13,
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(e) If an automobile, truck, or modified bus with a capac-
ity of not more than 15 passengers registered in New Jersey
conforms to the inspection standards set forth in this sub-
chapter and the inspection standards established by the
Department of Environmental Protection at NJ.A.C.
7:27-15 and 7:27B-4, the motor vehicle shall be certified by
an official inspection facility by removing the previous in-
spection certificate of approval, certificate of waiver, or
inspection rejection sticker, if any, and replacing it with a
current inspection certificate of approval. The inspection
certificate of approval issued by an official inspection facility
shall be affixed to the lower left comer of the windshield
inside the passenger compartment of the motor vehicle,
approximately three inches from the bottom of the wind-
shield and approximately four inches from the left side of
the windshield. but in every case, the inspection certificate
of approval shail be completely visible from the front of the
motor vehicle. The inspection certificate of approval shall be
affixed in an upright position.

(f) If an automobile, truck. or modified bus with a capaci-
tv of not more than 15 passengers registered in New Jersey
does not confurm to the inspection standards set Jorth in
this subchapter or the inspection standards established by
the Department of Environmental Protection at N.J.A.C.

:27-15 and 7:27B—4. an official inspection facility shall
present the motor vehicle inspection report or inspection
card for such motor vehicle to the operator thereof. and
shall affix an inspection rejection sticker to the lower left
corner of the windshield inside the passenger compartment
of the motor vehicle directly above the previous certificate
of approval or certificate of waiver, if any, affixed to the
windshield. If there is no previous certificate of approval or
certificate of waiver affixed to the windshield, an official
inspection facility shall affix an inspection rejection sticker
and a numerical month indicator to the lower left corner of
the windshield inside the passenger compartment of the
motor vehicle. The inspection rejection sticker shall be an
indication that adjustments, corrections. or repairs to the
motor vehicle which has failed inspection must be made and
the motor vehicle presented for reinspection within the
period of time set forth in NJ.A.C. 13:20-7.5.

(g) Notwithstanding (f) above, if an automobile, truck. or
modified bus with a capacity of not more than 15 passengers
registered in New Jersey does not conform to the inspection
standards set forth in this subchapter or the inspection
standards established by the Department of Environmental
Protection at N.J.A.C. 7:27-15 and 7:27B-4 and the nature
of the defect(s) found is such as to constitute a hazard to
the public safety so as to require immediate repairs to such
motor vehicle, an official inspection facility shall present the
motor vehicle inspection report or inspection card for such
motor vehicle to the operator thereof. shall remove the
previous inspection certificate of approval, certificate of
waiver and/or inspection rejection sticker, if any, and shall
affix a “48 hour” inspection rejection sticker to the lower
left corner of the windshield inside the passenger compart-
ment of the motor vehicle. A defect which constitutes a
hazard to the public safety so as to require immediate
repairs to a motor vehicle shall include, but not be limited
10, the items specified in N.J.A.C. 13:20-7.6(b). The “48
hour” inspection rejection sticker shall be an indication that
the defect(s) deemed to constitute a hazard to the public
safery must be repaired and the motor vehicle presented for
reinspection within the period of time set forth in N.JAC.
13:20-7.6(a).

(h) If a motor vehicle registered in New Jersev satisfies
all of the requirements of NJA.C. 13:20—43.13 for the
issuance of a certificate of waiver, an official inspection
facility shall remove the previous inspecuion certificate of
approval, certificate of waiver and/or inspection rejection
sticker and shall replace it with a current cerntificate of
waiver. The certificate of waiver issued by an official inspec-
tion facility shall be affixed to the lower left corner of the
windshield inside the passenger compartment of the motor
vehicle, approximately three inches from the bottom of the
windshield and approximately four inches from the left side
of the windshield, but in every case, the cenificate of waiver
shall be completely visible from the front of the motor
vehicle. The certificate of waiver shall be affixed in an
upright position.

(1) If a motorcycle registered in New Jersev conforms 1o
the inspection standards set forth in this subchapter, the
motorcycle shall be certified by an official inspection facility
by affixing a current inspection certificate of approval to the
right side of the rear license plate. equally centered between
the upper right and lower right comers of the license plate.
in such a position as to be easily visible for enforcement
purposes. The inspection certificate of approval shall be
affixed in an upright position. If there is a previous certifi-
cate of approval affixed to the rear license plate at the
location specified in this subsection, the new certificate of
approval shall be affixed so as to cover the previous certifi-
cate of approval. If there is a previous certificate of approval
affixed to the rear license plate at a location other than that
specified in this subsection, the new certificate of approval
shall be affixed at the location specified in this subsection.
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() I a motorcycle registered in New Jersey does not
conform to the inspection standards set forth in this sub-
chapter. the official inspection facility shall present the
inspection report or card for such motorcyele to the opera-
tor thereol. The inspection report or card shall be an
indication that adjustments. corrections. or repairs 1o the
motorevele which has failed inspection must be made and
the motoreycle presented for reinspection within the period
of time sct forth in N.J.A.C. 13:20-7.5.

(k) A motor vehicle inspection report. issued to an owner
or lessee of a motor vehicle with elevated chassis height. a
motor vehicle which has been modified at the direction of
the New Jersey Department of Labor. Division of Vocation-
al Rehabilitation Services, a reconstructed vehicle, or a
salvage motor vehicle that is subject to inspection at a State
specialty inspection facility in accordance with N.J.A.C.
13:20-7.3(d). shall be marked “MUST BE REINSPECTED
AT A STATE SPECIALTY INSPECTION FACILITY."
When a motor vehicle inspection report is marked in this
manner. an official inspection facility shall neither reinspect
nor vertify the motor vehicle. as it must be returned to a
State specialty inspection facility for such reinspection and
certification.

(/) 1t a motor vehicle is presented at an official inspection
faciliy for reinspection, the official inspection facility may
reinspect the motor vehicle and certify it if the rejected
itemes) have been repaired. adjusted. or corrected so as to
contorm to the inspection standards set forth in this sub-
chupter and the inspection standards established by the
Department of Environmental Protection at NJA.C.
7:27-1% and 7:27B~4. and if there are no obvious safetv or
ermission-related defects. provided the motor vehicle is pre-
sented for reinspection within the period of time set forth in
NIAC 1320-7.5. 7.6(a) or 43.14(g). whichever is applica-
ble. It the motor vehicle is presented for reinspection after
such dute. or if there are obvious safety or emission-related
defects. the motor vehicle shall be subject 10 u complete
reinspection,

(m) If a motor vehicle is presented at an official inspec-
tion facibity for reinspection and the rejected item(s) have
not been repaired. adjusted. or corrected so as to conform
to the inspection standards set forth in this subchapter or
the inspection standards established by the Department of
Environmental Protection at N.J.A.C. 7:27-15 and 7:27B—.
the official inspection facility shall not issue an inspection
rejection sticker 1o replace the inspection rejection sticker
previously affixed to the motor vehicle by un official inspec-
tion facility. nor shall the official inspection facility issue an
spection rejection sticker to repluce the inspection certifi-
cate of approval or certificate of waiver previously defaced
by a licensed private inspection facility in accordance with
NJIAC 13:20-322(1) s an indication that the motor
vehicle has failed inspection.

() If o motor vehicle bearing a 48 hour™ inspection
rejection sticker is presented at an official inspection facility
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for reinspection and the defec(s) previouslv deemed to
constitute & hazard 10 the public safety has not been re-
paired. the official inspection faciliiy ~shall not issue 3 =38
hour™ inspection rejection sticker to replace the “48 hour™
inspection rejection sticker previously atfixed o the motor
vehicle.

(o) Nowwithstanding (m) above. if a motor vehicle hearing
2 48 hour™ inspection rejection sticker is presented at an
official inspection facility for reinspection and the defect(s)
previously deemed to constitute a hazard to the public safety
has been repaired so as (o conform 1o the inspection
standards set forth in this subchapter and the inspection
standards established by the Department of Environmental
Protection at NJ.A.C. 7:27-15 and 7:27B—. but another
rejected item(s) not deemed to constitute a hazard to the
public safety has not been repaired. adjusted. or corrected
50 s 10 conform to the inspection standards set forth in this
subchapter or the inspection standards established by the
Department of Environmental Protection at NJAC,
7:27-15 and 7:27B—i. the official inspection facility shall
remove the 48 hour™ inspection rejection sticker previously
affixed to the motor vehicle and shall affix an inspection
rejection sticker and a numerical month indicator w0 the
lower left corner of the windshicld inside the passenger
compartment of the motor vehicle. The inspection rejection
~sticker shall be an indication that adjustments. corrections.
or repairs to the motor vehucle must be made and the motor
vehicle presented for reinspection within the period of time
set forth in N.J.A.C. 13:20-7.5.

(p) Any motor vehicle presented for initial inspection
shall undergo a complete inspection. Once the inspection
has commenced it shall not be terminated until the motor
vehicle is either certified or rejected. An inspection may be
terminated prior 10 completion when the condition of the
motor vehicle being inspected mukes 11 unsafe complete
such inspection.

(q) Any motor vehicle for which the current inspection
certificate of approval or certificate of waiver has been lost.
stolen. destroved, or defaced. ur amyv motor vehicle which
has had its windshield replaced. may be presented at the exit
end of an official inspection facility for the issuance of a
replacement inspection certificate of approval or certificate
of waiver. Such a replacement inspection certificate of ap-
provai or certificate of waiver shall be affixed to the motor
vehicle provided the operator thereof presents a valid driv-
er's license for the class of motor vehicle being operated. a
valid New Jersey motor vehicle registration certificate. and a
valid New Jersey insurance identification card for the motor
vehicle. if applicable. and further provided that there are no
obvious safety or emission-related defects.

13:20-323  Credentiats: official inspection facilities

The driver of a motor vehicle presented for inspection
shall present a valid drivers license for the class of motor
vehicle being operated. 4 vald New Jersey motor vehicle
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registration certificate. and a valid New Jersey insurance
identification card for the motor vehicle, if applicable. Pho-
tocopies or facsimiles of credentials shall not be -accepted.
Credentials shall be legible and shall contain no alterations.

13:20-32.4  License plates; official inspection facilities

(a) A motor vehicle shall not be certified if the license
plates are not in the possession of the operator when the
motor vehicle 1s presented for inspection, or if the letters
and/or numbers on the license plates are illegible.

(b) Certification of a motor vehicle shall not be refused
because the following requirements are not met: however,

the motornist shall be advised to have the condition correct-
ed:

1. The license plates shall be clear and distinct and
free from grease. dirt. or other blurring material so that
thev are plainly visible at all times of the day and night:

2. The license plates shall be securelv attached to the

front and rear of the motor vehicle. respectively:

3. The heense plates shall be displaved not less than
12 inches nor more than 48 inches from the ground in a
horizontal position. right side up und nght side out:
provided, however. that the rear license plate mav be
displuved more than 48 inches from the cround on tank
trucks. trailers and other commercial vehicles carrving
mflammable hiquids and on sanitation vehicles which are
used 10 collect. transport and dispose of garbage. solid
wastes and refuse:

4. The letters and/or numbers on the license plates
shall agree with the letters and/or numbers on the regis-
tration certificate of the motor vehicle:

3. A license plate shall not be obstructed bv a trajler
hitch. snow plow bracket. bumper. bumper guard. sign.
mounting bolt head, reflector. or by any other device or
matenal:

6. The license plates shall not be covered by glass.
plastic. or similar material:

7. The license plates shall not be bent or defaced: or

8. The registration plate decal(s) issued by the Divi-
sion for use on the front and rear license plates shall
indicate the month and vear in which the registration
ceruficate for the motor vehicle expires and shall be
firmly attached 1o the front and rear license plates.

13:20-32.5  Steering and suspension: ofTicial inspection
facilities

(a) A motor vehicle which is equipped with a steering or
suspension svstem in a condition not equivalent o the
motor vehicle manutacturer’s specifications shall not be
certified.
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" (b) A motor vehicle having a GVWR of 8.500 pounds or
less shall be subject to a steering wheel lash test. Certifica-
tion of a motor vehicle shall be refused if the steering wheel
lash test results in a steer-ahead change of less than .1
degree.

(c) A motor vehicle having a GVWR of 8,500 pounds or
less shall be subject to a steering linkage test. Certification
of a motor vehicle shall be refused if the steering linkage
test results in a difference between total front toe left and
right of .4 degrees or more.

(d) With the front wheels of a motor vehicle having a
GVWR of more than 8,500 pounds in the straight-ahead
position. the steering wheel shall be turned in one direction
until there is a perceptible movement of a front wheel.
When the steering wheel is turned in the other direction, a
point on the steering wheel rim shall not move more than
three inches before there is a perceptible returmn movement
of the front wheel under observation. When this test is
performed on motor vehicles which are equipped with pow-
er steering, the transmission shall be in “neutral” and the
engine shall be running.

(e) With the front end of a motor vehicle having a
GVWR of more than 8,500 pounds lifted. the front and rear
of a front tire shall be grasped and an atiempt made to turn
the tire and wheel assembly 1o the right and to the ieft. The
free movement at the front or rear of the tire shall not
exceed one-quarter inch. The top and bottom of a front tire
shall then be grasped and moved in and out. The movement
of the tire shall not exceed the manufacturer’s specifications.
Both front tires shall be tested in this manner.

() The steering wheel shall be turned through the limit
of travel in both directions. There shall be no binding or
jamming in the steering wheel mechanism.

(g) The steering wheel shall be a minimum of 13 inches
in diameter.

(h) There shall be no wear or breakage of components of
the steering or suspension system which adversely affects the
safe operation of the motor vehicle. There shall be no
visible caster or camber,

(i) Shock absorbers shall be properlv installed and in
proper operating condition. Shock absorbers shall not exhib-
it oil on the shock absorber housing attnibutable to leakage
by the seal.

13:20-32.6 Front parking lights; official inspection
facilities

(a) Front parking lights shall be of a rvpe approved as
meeting the standards of the United States Department of
Transportation or. for motor vehicles manufaciured prior o
the adoption of such standards. the standards of the Society
of Automotive Engineers. The letters “SAE™ and the letter
“P.7 along with the manufacturer’s nume or trademark. are
often on the lens of such lights.

20-26




r

ENFORCEMENT SERVICE

13:20-32.8

(b) Front parking lights shall be white, yellow, or amber
in color, and shall be securely mounted on the motor vehicle
50 as to reduce the likelihood of their being obscured by
mud or dust thrown up by the wheels. There shall be one
front parking light mounted on each side of the vertical
centerline of the motor vehicle at the same height and as far
apart as practicable.

(¢) Cerufication of a motor vehicle shall not be refused
for the following reasons; however, the motorist shall be
advised (o have the defect corrected:

L. One or both of the front parking lights are inopera-
tive: or

2. A from parking light lens is damaged or missing.

Where the front turn signal lights are combined with the
front parking lights. the motor vehicle shall not be refused
certification because of a cracked lens; however, if the
lens is cracked and 2 portion of the lens is separated or
missing. the motor vehicle shall be refused certification.

13:20-32.7  Glazing; official inspection facilities

{a) All glazing used on motor vehicles manufactured after
Julv L. 1933, shall be an approved type of glazing which is
legiblv and permanently. marked with the manufacturer's
name. trademark. DOT number. "AS™ number. or other
Jdistinetive  designation under which the glazing was ap-
proved. s0 as 1o be visible when the glazing is installed in
the motor vehicle. The proper tyvpe of glazing shall be used
for each locauon in 4 motor vehicle. The approved locations
for the vanous tvpes of glazing are as follows:

1. AS-1: Mandatory in windshields but may be used
for any other window in a motor vehicle:
2. AS-2 Anwvwhere except windshields;

-

3. AS-3: Rear side windows on buses:

4. AS— AS-3. AS—6 and AS-7: Rear windows of
converubles and windows (except windshields) which can
be readily removed without the use of tools:

3. AS-% and AS-9: Rear windows of buses:

6. AS~10: Bullet-resistant windshields:

7. AS-11: Bullet-resistant windows except windshields:
and

8. AS-12 and AS-13: Windows (except windshields)
which can be readily removed without the use of tools.

(b) All openings in a motor vehicle which were originally
manufactured with glazing shall be equipped with an ap-
proved type of glazing.

(c) Cerufication of a motor vehicle shall be refused if the
motor vehicle is equipped with glazing which causes undue
or unsafe distortion of visibility for the driver, or is equipped
with  undulv  fractured. broken, cracked., discolored.
scratched. or deteriorated glazing. or is equipped with glaz-
ing with sharp edges,

(d) A motor vehicle shall not be certified which has
tinted sprav or plastic material added 1o previously approved
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glazing in the front windshield or windows, vents, wings,
deflectors. or side shields 1o the immediate right or left of
the driver. because such condition changes the vision and
light transmission properties of the glazing in areas where
driver visibility shall not be obscured or obstructed. The
high-mounted rear stoplight on motor vehicles required to
be equipped with such a light shall not be obstructed hy
such add-on material.

(e) A motor vehicle shall not be certified which has
defrosters of the “electric element” type instalied on any
window which obstruct the driver's vision. Motor vehicles
manufactured with the heating element as an integral part
of an approved type of glazing shall not be refused certifica-
ton,

(f) The window on the driver's side shall be capable of
being readily opened to permit arm direction signals 1o be
made by the driver. The presence of approved turn signals
does not satisty this requirement except on trucks over 80
inches in.width.

(2) Any motor vehicle may have the rear window and/or
side windows to the rear of the driver unted or covered in
Some manner so as o partially obscure the driver's Vision
and any motor vehicle registered for commercial purposes
and constructed on 4 truck chassis (including noncommer-
cal trueks registered pursuant 1o NJS.AL 393-81) may
have the rear window and’or side windows 1o the rear of the
dniver painted. tinted. or constructed in sOme manner so as
to obstruct or obscure the driver's vision. provided that the
motor vehicle is equipped with an exterior mirror on each
side of the motor vehicle. If glazing material remains in any
of the window openings specified in this subsection. the
approval markings shall be visible,

(h) A motor vehicle shall not be certified which has
mirror-type material on any window.,

13:20-32.8 Obstruction to driver's vision; official
inspection facilities
(2) No accessory or other object shall be mounted in such
a manner as to interfere with the driver's vision.

(b) Signs. posters, stickers, or other non-transparent ma-
terial shall not be placed upon the windshield. wings. deflec-
tors, side shields. or front side windows of anv motor
vehicle: provided. however. the inspection certificate of ap-
proval. certificate of waiver. inspection rejection sticker, an
automatic vehicle identification system transponder ap-
proved by the Director in accordance with N.J.A.C.
13:20~10, or any other sticker approved by the Director. is
permitted.

(¢) A motor vehicle shall not be certified which has an air
SCOop on the engine hood if the scoop is so high that it
obstructs more than a three inch high area of the windshield
glass. The height of the obstructed area of the windshield
glass shall be measured by placing u straight edge on the top
of the scoop and holding the straight edae in a level position
with one ¢nd contacting the windshield lass.
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13:20-32.9 Horn; official inspection facilities

{a) Certification of a motor vehicle shall be refused for
anv of the following reasons:

1. A horn which is inoperable;

2. A horn which is not audible under normal condi-

tions from a distance of not less than 200 feet;

3. A horn which 15 not securely fastened to the motor
vehicle:

4. A horn which has a broken button or switch, or a
horn which does not have a button or switch, (For
example. a horn which 1s activated by grounding a bare
wire shall not be certified.):

5. A horn which has an activating button or switch
bevond the reach ot the dnver:

6. A horn button which is located in a place that is
not readilv conspicuous to the driver. or a horn button
which requires the driver to take his or her eves off of the
road to activate the horn:

A horn rning which 15 broken so as to be likely to
Cause injury or to snag clothing: or

% A motor vehicle which 18 equipped with a siren,
whistle. or bell (except an authonized emergency vehicle
or unless a permit for same has been issued by the
Director in accordance with NJA.C. 13:24); provided.
however. that anv motor vehicle may be equipped with a
theft alarm signal device which is installed so that &
cannot he used by the driver as an ordinary warning
signal.

i) Ceruficanon of 4 motor vehicte shall not be refused
for the followine reasons: however. the motorist shall be
advised to have the condition corrected:

1. A horn which emits an unreasonably loud or harsh
sound. An unreasonably loud horn. such as an air horn. is
permitted on a motor vehicle. provided the motor vehicle
is also equipped with a standard horn for use in residence
or business districts: or

2. A horn which can only be sounded by a portion of

the horn activation device.

13:20-32.10 Windshield wipers; official inspection
facilities

{a) Everv motor vehicle having a windshield shall be
equipped with at least one windshield wiper in proper
operating condition 1o provide clear vision for the driver. A
motor vehicle manufactured with only one windshield wiper
shalt have the wiper so located that it cleans the portion of
the windshield directly in front of the driver in order for the
dover to sately operate the motor vehicle.
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(b) If a motor vehicle was originally manufactured with
two windshield wipers. both wipers shall operate properly.

(c) A windshield wiper shall be capable of operating at a
speed necessary to provide the driver a clear view ahcad
under all ¢enditions of weather.

(d) Windshield wiper blades shall not be damaged. hard-
ened. deteriorated. missing, or of an improper type (such as
a blade designed for a flat windshield installed on a curved
windshield), or of an improper size.

(e) A windshield wiper blade shall be held against the
windshield with adequate pressure to provide the driver a
clear view ahead under all conditions of weather.

() A windshield wiper shall clean the full area of the
windshield for which it was designed.

(¢) A windshield wiper control shall be constructed and
installed as to be operated or controlled by the driver and
shall be in proper operating condition.

13:20-32.11

(a) Clearance lights are lights which show to the front
and rear of the vehicle. respectively. mounted on a perma-
nent part of the vehicle as near as practical 1o the upper left
and right extreme edges so as to indicate the overall width
and height of the vehicle.

Clearance lights: official inspection facilities

(b) A truck 80 inches or more in width manufactured
after January 1. 1963, shall be equipped with wo amber
clearance lights on the front of the vehicle and two red
clearance lights on the rear of the vehicle.

(¢) Clearance lights shall be of a tvpe approved as meet-
ing the standards of the United States Department of
Transportation or. for motor vehicles manufactured prior to
the adoption of such standards. the standards of the Society
of Automotive Engineers. The letters "SAE"™ and the letters
“P1” or “P2” or "PC.” along with the manufacturer's name
or trademark. are on the lens of such lights in most cases.

(d) Every clearance light shall be permanently and se-
curelv mounted on a permanent part of the vehicle.

(¢) A combination clearance and side-marker light 18 a
single light which fulfills the requirements of both a clear-
ance light and a side-marker light.

13:20-32.12 Turn signals and hazard warning signals:
official inspection facilities

(a) Everv motor vehicle. other than a noncommercial
motorcvele. shall be equipped with two front and two rear
turn signals. except that a passenger vehicle manufactured
hefore July 2. 1934, 1s not required to be equipped with turn
signals. When any motor vehicle. regardless of the date of
its manufacture. 15 equipped with turn signals. the turn
signals shall be in proper operating condiion.
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13:20-32.14

(b) All turn signal and hazard warning signal systems
including lights, flashers and operating units shall be of a
type approved as meeting the standards of the United States
Depagtment of Transportation or, for motor vehicles manu-
factured prior 10 the adoption of such standards. the stan-
dards of the Society of Automotive Engineers. The letters
“SAE.” along with the manufacturer's name and trademark,
are often on such devices. In the case of front and rear turn
signal lights. the letter “I” or the letter “D™ is often on the
lens of such lights.

(¢) Front turn signal and hazard warning signal lights
shall be mounted on each side of the vertical centerline at
the same level and as widely spaced laterally as practical.
Front turn signal and hazard warning signal lights shall emit
a flashing white or amber light visible for a distance of 500
feet.

(d) Rear wrn signal and hazard warning signal lights shall
be mounted on each side of the vertical centerline at the
same level and as widely spaced laterally as practical. Rear
turn signal and hazard warning signal lights shall emit a
flashing red or amber light visible for a distance of 500 feet.

(e) All turn signal lights shall be permanently and secure-
Iv mounted 1n such a manner so as to reduce the likelihood
of their heing obscured by mud or dust thrown up by the
wheels.

(1) A wrn signal light shall not be obstructed by any part
of the chasss. body. or bumper. or by any tvpe of add-on
device or material if such obstruction reduces the visible
ared’of the turn signal light to less than three and one-half
Square inches on a passenger automobile. truck. or modified
bus which 1s less than 80 inches in overall width. or reduces
the visible area of the wrn signal light to less than 12 square
mches on'y truck which is 30 inches or more in overall
width.

(2) Turn signal lights shall flash from 30 to 130 times per
minute. The “on” period of the flashes shall be long enough
to permit the bulb filaments (o reach full brightness.

(th) All turn <ignal light svstems and components shall be
in_proper operating condition. Certification of a motor
vehicle shall not be refused because a turn signal light has a
cracked lens. provided no white light shows to the rear of
the motor vehicie and no portion of the lens is missing.
However. the motorist shall be advised to have the defect
corrected.

13:20-32.13 Reflectors; official inspection facilities

(a) Reflectors are devices designed and used on vehicles
to give an indication o an approaching driver by reflected
light.

(b) Reflectors shall be of a tvpe approved as meeting the
standards of the United States Department of Transporia-
tion or. for motor vehicles manufactured prior to the adop-
tion of such standards. the standards of the Society of
Automotive Engineers, The letters “SAE™ and the letter
“A T (for Class A reflectors) or the letter "B” (for Class B
reflectors). along with the manufacturer's name or trade-
mark. are on such reflectors in most cases.
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(c) Passenger vehicles manufactured before July 2, 1935,
shall have one Class A or Class B red reflector mounted on
the rear of the vehicle.

{d) Passenger automobiles manufactured after July 1,
1954. shall have two Class A red or two Class B red
reflectors mounted on the rear of the vehicle on each side
of the vertical centerline at the same Jevel and as widejv
spaced laterally as practical.

(e) All passenger automobiles with commercial registra-
tion and all trucks and buses shall have two Class A red
reflectors mounted on the rear of the vehicle on each side
of the vertical centerline at the same level and as widely
spaced laterally as practical.

(f) A truck 80 inches or more in width manufactured
after January 1, 1965, shall have one Class A amber reflec-
tor mounted on each side of the vehicle as far to the front
as practicable and one Class A red reflector mounted on
each side of the vehicle as far to the rear as practicable,

(2) The mounted height of a reflector shall be not less
than 15 inches nor more than 60 inches from the level
surtace upon which the vehicle stands. Reflectors shall ha
permanently and securely mounted on 4 permanent part of
the vehicle.

(th) Any reflector, otherwise properly mounted. may e
securely installed on flexible strapping or belting provided
that under conditions of normal operation it reflects light 1n
the required direction.

(1) The mounted height of a reflector shall be measured
from the center of the reflector o the level surface upon
which the vehicle stands.

13:20-32.14 Identification lights; official inspection
facilities
(a) Identification lights are used 1n groups of three 1n 2
horizontal row which show to the front and rear of 4 motor
vehicle, respectively, and have light centers spaced not less
than six inches nor more than 12 inches apart,

(b) A truck 80 inches or more in width manufactured
after January 1. 1965. shall be equipped with three amber
identification lights on the front of the vehicle and three red
identification lights on the rear of the vehicle. If the cab i<
not more than 42 inches wide at the front roof line, a singiz
identification light at the centerline of the cab shall be
deemed to comply with the requirements for front identifi-
cation lights,

(c) Identification lights shall be of g tvpe approved as
meeting the standards of the United States Department of
Transportation or. for motor vehicles manufactured prior 10
the adoption of such standards. 1he standards of the Socien
of Automotive Engineers. The fetrers “"SAET and the leuters
"PT oor P2 along with the muanufacturer< name and
trademark. are on the lens of sych lights m most cuses.
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(d) Every identification light shall be permanently and
securely mounted on a permanent part of the vehicle as
close as practical to the vertical centerline and the top of the
vehicle. No part of front identification lights or their mount-
ings shall extend below the top of the vehicle windshield.

13:20-32.15 Side-marker lights: official inspection
facilities

(a) Side-marker lights are lights on the left and right
sides near the front and rear of a motor vehicle that show to
the side and are intended to indicate vehicle length.

{b) A truck 80 inches or more in width manufactured
after January 1. 1965, shall be equipped with one amber
side-marker light mounted on each side at or near the front
of the vehicle and one red side-marker light mounted on
each side at or near the rear of the vehicle. Side-marker
lights shall be of a type approved as meeting the standards
of the United States Department of Transportation or. for
motor vehicles manufactured prior to the adoption of such
standards. the standards of the Society of Automotive Engi-
neers. The lerters “SAE™ and the letters “P1” or “P2" or
“PC.” along with the manufacturer's name or trademark.
are on the lens of such lights in most cases.

¢V Every side-marker light shall be permanently and
securely mounted on a permanent part of the vehicle. Side-
murker lights may be mounted at optional height on the side
of the vehicle.

(d) A combination clearance and side-marker light is a
single light which fulfills the requirements of both a clear-
ance hight and a side-marker light.

13:20-32.16 Taillights and license plate light; official
inspection facilities

{a) Every motor vehicle. other than a motorcvele. shall be
equipped on the rear with at least two red taillights and at
feast two red reflectors. one at each side of the vertical
centerline at the same level and as far apart as practicable.
except that a passenger vehicle manufactured before July 2
1953, may be equipped with one red taillight and one red
reflector.

(b) Taillights shall be of a type approved as meeting the
standards of the United States Department of Transporta-
tion or, for motor vehicles manufactured prior to the adop-
non of such standards. the standards of the Society of
Automotive Engineers. The letters “SAE™ and the letter
“T.” along with the manufacturer’'s name or trademark. are
often on the lens of such lights.

{c) Taithghts shall exhibit a red light visible from a dis-
tance of 300 feet to the rear of the vehicle. The lights shall
not be obstructed by any part of the chassis. body, or
bumper. or by any tvpe of add-on device or material.

(d) Taillights shall be permanently and securely mounted
on a permanent part of the vehicle. The mounted height of
taillights, as measured from the center of the lens to the
level surface upon which the vehicle stands. shall be not less
than 15 inches nor more than 72 inches. On anv vehicle
designed for carrying flammable liquids as cargo. the tail-
lights may be mounted higher than 72 inches. When twn
taillights are required. they shall be mounted at the same
level and spaced as far apart laterallv as practical.

(e) Certification of a motor vehicle shall not be refused
because a taillight has a cracked lens. provided no white
light shows to the rear of the motor vehicle and no portion
of the lens is missing. However. the motorist shall be
advised to have the defect corrected.

(f) If a motor vehicle is equipped with two or more
taillights on each side. it shall not be refused certification
because some of the taillights are not operative, provided at
least one taillight on each side of the motor vehicle is
operative. However. the motorist shall be advised to have
the defect corrected.

(g) Certification of a motor vehicle shall be retused if the
license plate light is inoperative. License plate lights shall be
of a type approved as meeung the standards of the United
States Department of Transportation or. for motor vehicles
manufactured prior to the adoption of such standards. the
standards of the Society of Automousve Enginezrs The
letters "SAE™ and the letter “L.” along with the manutac-
turer's name or trademark. are often on the lens of such
lights.

13:20-32.17  Stoplights: official inspection facilities

(a) Every motor vehicle. other than 2 motorevele. shall be
equipped on the rear with at least wo stoplights. one at
each side of the vertical centerline at the sume height und as
far apart as practicable. except that a4 passenger wehicle
manufactured before July 2. 1934, may be equipped with
one stoplight. All passenger automobiles manufactured on
or after September |, 1985. shall. in addition. be equipped
with a high-mounted rear stoplight on the vertcal center-
line. All multipurpose passenger vehicles. trucks. and modi-
fied buses whose overall width is less than 0 inches and
whose GVWR is 10.000 pounds or less. manutactured on or
after September 1. 1993, shall. in addiuon. be equipped with
a high-mounted rear stoplight on the verucal centerhine. All
multipurpose passenger vehicles. trucks. and modified buses
whose overall width is less than S0 inches and whose
GVWR is 10.000 pounds or less and whose vertical center-
line. when the vehicle is viewed from the rear. 15 not located
on a fixed body panel but separates one or two moreable
body sections. such as doors. and which lacks sufficient
space to install a single high-mounted stophsht on the
centerline above such body sections. und which 1~ munufac-
tured on or after September L. 1993 <hall, in addinon. be
equipped with two high-mounted rear stophghts
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(b) All stoplights shall be of a type approved as meeting
the standards of the United States Department of Transpor-
tation or. for motor vehicles manufactured prior to the
adoption of such standards, the standards of the Society of
Automotive Engineers. The letters “SAE" and the letter
"S,” along with the manufacturer's name or trademark, are
often on the lens of such lights.

(¢) Stoplights shall exhibit a red or amber color and shall
be visible from a distance of 500 feet to the rear of the
vehicle when activated by application of the brake. The
stoplights, including high-mounted rear stoplights, shall not
be obstructed by any part of the chassis, body, or bumper, or
by any type of add-on device or material.

(d) Stoplights shall be permanently and securely mounted
On a permanent part of the vehicle. Certification of a motor
vehicle shall not be refused because a stoplight has a
cracked lens, provided no white light shows to the rear of
the motor vehicle and no portion of the lens is missing.
However. the motorist shall be advised to have the defect
corrected.

(¢) If a motor vehicle is equipped with two or more
stoplights on each side. it shall not be refused certification
because some of the stoplights are not operative. provided
at least one stoplight on each side of the motor vehicle is
operanve. However. the motorist shall be advised to have
the defect corrected.

(f) 1f a motor vehicle is equipped with a high-mounted
rear stoplight(s) with multiple bulbs. it shall not be refused
cerufication because some of the stoplight bulbs are not
opetative. provided at least one such high-mounted rear
stoplight bulb is operative. However, the motorist shall be
advised to have the defect corrected.

{(g) Cerufication of a motor vehicle which is equipped
with a high-mounted rear stoplight shall be refused if the
stoplight is so wired that it illuminates when the turn signal
lights are activated.

13:20-32.18 Wheels; official inspection facilities

(a) Wheels shall wrn freelv and the lateral or radial
runout of the rim bead shall not exceed the motor vehicle
manufacturer’s specifications.

(b) Wheels shall be securely mounted and there shall be
no visible cracks. elongated bolt holes, broken bolts, missing
bolts or nuts. indication of repair by welding. or other
defects which adversely affect the safe operation of the
motor vehicle.

13:20-32.19  Tires; official inspection facilities

(a) The tread on each tire shall not be less than %2 of an
inch deep.
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(b) Many tires have tread depth indicators that hecome
exposed when the tread depth is less than #: of an inch.
Tread depth indicators shall be inspected and g tire rejected
if it is worn so that the indicators are visibie in any two
adjacent major grooves at three locations spaced approxi-
mately equally around the outside of the tire. For tires
without tread depth indicators. the tread depth shall bhe
measured with a tire tread depth gauge.

(c) Tires shall be free from chunking, bumps. knots. or
buiges evidencing cord. ply, or tread separation from the
casing or other adjacent materials. Tire cords or belting
materials shall not be exposed.

(d) There shall not be any mismatch in nominal tire size.
construction, or profile between tires on the same uxle. or
any deviation from the motor vehicle manufacturer's tire
recommendations. Tire tread shall not protrude bevond the
fenders.

(e) Tires on motor vehicles registered for use on a public
highway shall not be marked "FOR FARM USE ONLY."
"OFF HIGHWAY USE ONLY"” or “FOR RACING USE
ONLY." Tires which were originally manufactured with
extra undertread material and arc marked "REGROOV A-
BLE™ may be regrooved below the original tread depth,

(f) Studded tires may not be used on a public highway in
New Jersey earlier than November 15 or later than April |
of any winter season. Cerufication of a motor vehicle <hall
not be refused because of the improper use of studded tires:
however. the motorist shall be advised 10 have the conditon
corrected.

13:20-32.20  Exhaust system: official inspection facilities
(3) The following shall not be cerufied:

1. An exhaust system in which the muffler is missing.
defective. or not in proper operating condition:

-

2. An exhaust svstem if there 1s evidence of tampering
with emission control apparatus in violauon of N.JA.C.
7:27-15.7;

5. An exhaust system if there is evidence of exhaust
gas leakage at any point in the system:

4. An exhaust system if there is a muffler cut-out.
muffler bypass or any similar device. or any change or
modification to the exhaust system which causes excessise
noise;

5. An exhaust system which has loose or worn compo-
nents or has been patched: provided. however. that an
exhaust system which has been properh welded and is in
good condition may be certified:

6. An exhaust system in which all parts are not prop-
erly mounted. The entire exhaust svstem shall be in such
condition that it cannot burn or cause mmury o any
person. Exposed evhaust pipes. stacks. or other parts of
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the exhaust svstem which might burn a person or cause
injury shall be protected in a permanent and effective
mannet; or

7. An exhaust system installed in a manner that any
part thereof passes through the passenger compartment of
the motor vehicle. The exit point for the exhaust gas shall
be located so that dangerous amounts of exhaust gas will
not enter the passenger compartment under normal vehi-
cle use even with the windows open or the outside air
iniets to the heater or air conditioner open. A replace-
ment exhaust system is acceptable provided it is specifical-
Iy manufactured for the motor vehicle by a company
which guarantees that the exhaust system has a safe
exhaust gas exit location.

(b) Notwithstanding (a) above. certification of a motor
vehicle shall not be refused because a mutfler has drain
holes which were placed in it at the time of manufacture for
drainage purposes.
13:20-32.21 Prescribed emission test(s); official inspection
facilities

With respect to each gasoline-fueled or bi-fueled motor
vehicle presented for inspection. an official inspection facili-
tv ~shall conduct the emission tesus) specified for such motor
vehicle at NJ.A.C. 13:20—43.8 in accordance with the in-
spection standards and test procedures established by the
Department of  Environmental Protection at N.JA.C.
7:27-1% and 7:27B—4.
13:20-32.22  Emission test equipment calibration; official
inspection facilities

The emission test equipment shall be calibrated and
matntained in accordance with the manufacturer's require-
ments and the general instructions for all tests adopted by
the Department of Environmental Protection at N.J.A.C.
7:27B—~2.

13:20-32.23 Headlights: official inspection facilities

(a) Every motor vehicle. other than a motorcycle. shall be
equipped with at least two headlights at the same level with
an equal number on each side of the front of the motor
vehicle. Headlights shall emit only a white light and shall be
tested for proper operation.

(b) Headlights shall be properly installed so that their
beams are readily adjustable. both vertically and horizontal-
lv. and their aim is not grossly misaligned nor readily
disturbed bv ordinary vehicle operation.

{c) Headhghts shall be of a tvpe approved as meeting the
standurds of the United States Department of Transporta-
tion or. for motor vehicles manufactured prior to the adop-
tion of such standards. the standards of the Society of
Automotive Engineers.
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(d) A motor vehicle having a headlight with a cracked.
broken. or missing lens. or a headlight with insufficient light
intensity. shall not be cerufied: provided. however, that a
motor vehicle shall not be refused certification because the
headlight has a bullseye-tvpe hole which has been repaired
il a proper manner.

(e) There shall be no auxiliary equipment. such as col-
ored spray. on the lens, visor. reflector, or other attachment
which is not included in the standards of the United States
Department of Transportation or. for motor vehicles manu-
factured prior to the adoption of such standards, the stan-
dards of the Society of Automotive Engineers.

(D On motor vehicles equipped with four headlights, the
Type 2 headlight shall be mounted above or to the outside
of the Type 1 headlight. A motor vehicie which is equipped
with recessed headlights shall. when such headlights are
illuminated, have nothing covening them or in front of them
except clear glass. A 1969 or later model vear motor vehicle
equipped with headlights which. when in use. have any
styling or other features. such as a glass cover or grille in
front of the lens, shall not be cerufied.

(g) Retractable headlight~ shail be in the tully open posi-
tion when the headlights are tested.

(h) Motor vehicles which are used for plowing snow may
have an extra set of headhghts mounted above the plow.
Switching shall be provided s0 that either set of headlights
may be used. but not both.

(1) A motor vehicle shall not be refused certification
because of a missing headlight rim or rims: however, the
motorist shall be advised to have the defect corrected.

13:20-32.24 Rear view mirrors: official inspection facilities

(3) A motor vehicle shall not be cerufied if it 15 not
equipped with at least one rear view murror. A passenger
automobile manufactured atter Januan 1. 1963, shall be
equipped with an interior murror and un exterior mirror on
the driver’s side.

{b) A commercial motor vehicle manufactured after Jan-
uary 1. 1963. shall be equipped with an interior mirror and
an exterior mirror on the driver’s side. except that every
such vehicle so constructed or loaded as to obstruct or
obscure a rear view from an intenor mirror shall, in lieu of
an interior mirror, be equipped with an exterior mirror on
the side of the vehicle opposite the driver's side.

(¢) Mirrors shall be securely mounted and located and
adjusted so as 1o provide the drver adequate rear view
sision. Mirrors shall not obstruct the driver ~ torward vision.
Concave or convex mirrors shall not be used in place of the
imterior mirror or the driver’s wde eaterior murror
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(d) A motor vehicle shall not be certified if a mirror is
discolored. peeled. tarnished. cracked, broken, or has sharp
edges.

(e) Mirrors shall be capable of adjustment to a fixed
horizontal and vertical position.
13:20-32.25 Miscellaneous lights; official inspection
facilities

(a) All miscellaneous lights used on motor vehicles shail
be of a type and color approved as meeting the standards of
the Societv of Automotive Engineers. The letters "SAE.”
along with the manufacturer's name and trademark. are
often on the lens of such lights. In addition. the letters listed
below often appear on the following lights:

1. Fog lights = F;

2. Spot lights = O;

3. Emergency warning lights = W or W1 or W3; or
K}

Supplemental driving or passing lights = Y or Z.

(b) Any motor vehicle may be equipped with not- more
than two auxiliary driving lights mounted on the front of the
vehicle at a heght of not fess than 12 inches nor more than
42 inches above the level surface upon which the vehicle
stands. Auxihary driving lights include, but are not limited
to. fog lights. passing lights. and supplemental driving lights.
Auxiliary driving lights shall be properly installed so that
their aim is not grossly misaligned nor readily disturbed by
ordinary vehicle operation.

1. Fog lights are auxiliary driving lights which may be
used with the low beam headlights 10 provide general
lumination ahead of a motor vehicle. A fog light shall be
white. yvellow. or amber in color. Approved fog lights shall
meet the requirements of SAE J~383d, incorporated here-
in by reference. The Standards of the Societv of Automo-
uve Engineers (SAE) may be obtained from the Society
of Automotive Engineers. Inc.. 400 Commonwealth Drive,
Warrendale. PA 15096,

2. Passing lights are also known as auxiliary low beam

driving lights and are designed to supplement the lower
beam of a standard headlight system. Approved lights
shall meet the requirements of SAE J-382a. incorporated
herein by reference. Passing lights shall be wired so that
they are controlled by a switch separate from the head-
light switch.

3. Supplemental driving lights are auxiliary driving
lights which may be used 10 supplement the upper beam
of a standard headlight system. Approved lights shall
meet the requirements of SAE J-381, incorporated herein
by reference. Supplemental driving lights shall be wired so
that they are controlled by a switch separate from the
headlight switch.

(¢) A spot light is a light which can be aimed at will. Any
motor vehicle mav be equipped with not more than one spot
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light. but the use of anv such spot light for driving purposes
is prohibited. The letters "SAE™ and the letter ~0." along
with the manufacturer’s name or trademark. are often on
the lens of approved npe spot lights. Approved spot lights
shall meet the requirements of SAE J-591b. incorporated
herein by reference.

(d) Any motor vehicle mav be cquipped with not more
than two side cowl or fender hghis which shall emit a white
or vellow light without glare.

(e) Any motor vehicle may he equipped with not more
than one running board courtesy light on each side thereof
which shall emit a white or vellow light without glare.

(f) Any motor vehicle may be equipped with one or more
back-up lights. either separately or in combination with
other lights. No back-up iight shall be iluminated when the
motor vehicle is in forward motion.

(g) On motor vehicles used for plowing snow. there may
be auxiliary driving hghts connected to either the parking
light svstem or the low beam heuadlight system. If scaled
beam headlight units are used for the auxiliary driving lights.
they :hall be wired so that the wailhights will be illuminated
when the auxihany driving lights are turned on. Auxiliary
turn signal hights are also permitted on such motor vehicles.

(h) Flashing lights are prohibited on motor vehicles (ex-
cept an authorized emergancy vehicle or unless a permit for
same has been issued by the Director in accordance with
NJA.C 13:24) except as 2 means for indicating right or left
turns or for hazard warning signals.

(i) A motor vehicle drien by an active member in good
standing of a volunteer firs company or a volunteer first aid
or rescue squad mav be :quipped with a blue emergena
warning light or lights in accordance with the requirements
set forth in NJA.C. 13215 An identfication card (per-
mit) issued pursuant to NJAC. 13243 shall be in the
possession of the operaor at all umes when the biue
emergency waming light or lights are displaved on a motor
vehicle.

() All miscellaneous lights shall be permanently and
securely mounted on a permanent part of the vehicle in such
a manner as ta reduce the likelihood of their being obscured
by mud or dirt thrown up bv the wheels.

(k) Two or more lighting devices and reflectors may be

combined optically. but the following combinations are pro-
hibited:

1. A wrn signal with a headiight: or

2. Aclearance light with a taillight or an identification
light.

(!} Motor vehicles mav be equipped with other lights in
additon to those which are speaified in this subchapter. The
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manufacturer’s name or trademark and the letters "SAE™

often appear on the lens of such lights. along with the
identification letters shown below:

I. E: Side turn signal lights (mounted on vehicle
sides):

2. K Cornerning lights:

3. R: Back-up hghts:

4. U: Supplemental high-mounted stop and turn signal
tights:

5. V: Liquid burning emergency flares;

6. Wd: Emergency reflex reflectors; or

-

7. X: Emergency lanterns.

13:20-32.26  Wiring and switching; official inspection
factlities

(a2) Cerufication of a motor vehicle shall be refused for
anv of the following reasons;

1. The wiring i~ not in proper condition, 1s improperly
tnstalled. or s so docated as 1o cause damage:

-

2. Any connection that is not secure or shows signs of
COITosion:

3. The switches are not in proper condition or do not
tuncuon properiv;

4 Any hight cireuit that does not light the proper
filament when the appropriate switch position 1s applied:
ar

5 Any defect in wiring and/or switching which ad-
versely atfecis the lighting performance of anv exterior
hght.

{b) Certification of a motor vehicle shall not be refused if
replacement switches are present which perform the same
function as the original switches, provided the safe opera-
tion of the motor vehicle is not adversely affected.

(¢) Certification of a motor vehicle shall not be refused if
replacement switches are present which perform the same
function as the original switches but are not located in the
otiginal switch position(s). provided the safe operation of
the motor vehicle is not adversely affected.

13:20-32.27 Headlight beam indicator light; official
inspection facilities

Cerufication of o motor vehicle shall not be refused
because the headlight beam indicator light is inoperative or
does not operate properly: however. the motorist shall be
advised to have the defect corrected.
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13:20-32.28 Turn signal and hazard warning signal
indicator lights: official inspection facilities

(a) Certification of a motor vehicle shall not be refused
because of an inoperative turn signal indicator light and/or
an inoperative hazard warning signal indicator light; howev-
er, the motorist shall be advised to have the defect correct-
ed.

(b) If any turn signal indicator light is not readily visible
to the driver, there shall be an illuminated indicator to give
the driver a clear and unmistakable indication that the turn
signal system is turned “on.”

{¢) In motor vehicles equipped with a single turn signal
indicator. a separate hazard warning signai indicator shall
flash and the turn signal indicator may flash while the
hazard warning signal system is turned “on.”

(d) In motor vehicles equipped with right and left turn
signal indicators. both indicators or separate indicators shall
flash simultaneously while the hazard warning signal system
1s turned “on.”

(¢) If a separate indicator light is used for the hazard
warning signal system. it shall emit a red color and have a
minimum area equivalent to a one-half inch diameter circle,

13:20-32.29 Antenna; official inspection facilities

Any antenna mounted on a motor vehicle shall be secure-
lv attached so as not to swing or project in a hazardous
manner. Certification of a motor vehicle shall not be refused
because of an insecure antenna; however. the motorist shall
be advised to have the condition corrected.

13:20-32.30 Body; official inspection facilities

The motor vehicle bodv panels. floor pan and other
sections shall be in good condition. and shall not be rusted
out or missing. The motor vehicle bodv shall be free of rips
and sharp edges which could cause injuny,

13:20-32.31

Bumpers, if present. shall be securely mounted on a
motor vehicle and in good condition with no sharp or
protruding parts or edges which could cause injury. Front
and rear bumper heights shall be in accordance with the
motor vehicle manufacturer’s specifications.

Bumpers; official inspection facilitics

13:20-3232 Doors; official inspection facilities

(a) The motor vehicle doors and all door operating de-
vices, handles, buttons. hinges. and latches shall be in proper
operating condition. A method of opening the door from
the outside is not required on motor vehicles with fabric
tops which are equipped with glazing matenal which can be
readily removed without the use of tools

(b) Motor vehicles designed and munufactured with
doors shall be equipped with doars.
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(c) Motor vehicles designed and manufactured without
doors shall be cquipped with seat belts or strap. chain. or
restraining device of some Ype across the openings,
13:20~-32.33  Fenders and fender flaps: ofMicial inspection

facilities

(2} The motor vehicle fenders shall be securely mounted
and shall have no rips or sharp edges which could cause
nyuries 10 persons.

(b} Fenders shall cover the width of the tire tread. The
rear tenders shall be designed and installed so as to prevent
the wheels of the motor vehicle from throwing dirt, water.
or other material onto other motor vehicles. Fender flaps
may be attached to the rear fenders to provide the necessary
wheel coverage.

13:20-32.34  Fuel system: official inspection facilities

Fuel leakage at any point in the motor vehicle fuel system
shall be cause for rejection. The fuel tank and piping shall
be securely mounted and in proper condition. and the fue]
tank shall be properly capped.

13:20-32.35  Hood: official inspection facilities

Motor vehicles shall be cquipped with an engine hood.
The hood shail be properlv secured and latched. and all
hinges. latches. and other components shall be i proper
vperatng condition,

13:20-32 36 Lettering; official inspection facilities

{a) Vehicles used for commercial purposes on a street or
highway. except for passenger automobiles and vehicles
owned or leased by a pharmacy and utilized for the trans-
portation or delivery of drugs. shall have conspicuously
displaved on the vehicle. or on a name plate attached to the
vehucle. the name of the owner, lessee. or lessor of the
vehicle. and the name of the municipality in which the
owner. lessee. or lessor has his or her principal place of
business. Franchised public utlities and operators of fleets
of 50 or more commercial vehicles shall be exempied from
displaying the name of the municipality, provided that their
vehicles display a corporate identification number. The sign
or the name plate shall be in plain view and the lettering
shall be as close as possible 10 three inches high. Certifica-
ton of 4 commercial vehicle shall not be refused because
the vehicle fails 10 display the owner's name and business
address: however. the motorist shall be advised to have the
condition corrected.

(b) A noncommercial truck. registered as a passenger
vehicle pursuant 10 N.JS.A. 39:3-8.1, is issued passenger
vehicle license plates by the Division. Such a noncommercial
truck shall not have any adverusing, signs. lettering. names.
or addresses on uts exterior, excepting trademarks and labels
of the manufacturer and dealer. Certification of a noncom-
mercial truck shall not be refused because the truck displays
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any type of lettering; however, the motorist shall be advised
to have the condition corrected.

(c) Certification of a vehicle with a GVWR of 26,001
pounds or more shall not be refused because the GVWR is
not displayed on the vehicle; however. the motorist shall be
advised to have the condition corrected.

13:20-32.37 Ornaments; official inspection facilities

All motor vehicle ornaments shall be free of sharp parts
or edges which could cause injury to persons.

13:20-32.38  Pedals; official inspection facilities

Brake, clutch. and accelerator pedals shall have rubber
pads or some other method of providing the pedals with a
non-skid surface. All pedals shall be in proper operating
condition.

13:20-32.39  Racks or carriers; official inspection facilities

A motor vehicle may be equipped with racks Or carriers
provided the maximum vehicle dimensional limits set forth
10 N.JS.A. 39:3-84 are not exceeded and provided they do
nat create a dangerous condition which may cause injuny o
persons,

13:20-32.40  Reflective tape: official inspection facilities
Reflective tape of a color amber 10 white mav be dis-
plaved on the front of a motor vehicle. Reflective tape of a

color red or amber 1o white may be displaved on the reur of
a motor vehicle.

13:20-32.41

All motor vehicle seats shall be securelv mounted and
free of hazardous conditions The driver's seat shall lock
securely in a position that permus the safe operation of the
motor vehicle.

Seats; official inspection facilities

13:20-32.42  Seat belts: official inspection facilities

(a) All motor vehicles which are required by law 1o be
equipped with seat belts shall he in compliance with Federal
Motor Vehicle Safety Standards 208 and 209. incorporated
herein by reference. Copies of the Federal Motor Vehicle
Safety Standards as found in the Code of Federal Regula-
tions (49 CF.R. Part 37}) mav be purchased from the
Superintendent of Documents. L S Government Printing
Office, Washington, DC 20402 (202) 783-3238. and are

available for review. during regular business hours. at:

Office of the Direcior

New Jersey Division of Maotor Vehicles
225 East State Street

9th Floor

Trenton. NJ 08666—0160

Regular business hours at this otfice are S:30 AN, o 3:00

P-M.. Eastern Time, Monday through Fridav. The telephone
number s (609) 777-1407.

12004
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DEPT. OF LAW AND PUBLIC SAFETY

(b) Seat belts and their anchorage units, or other re-
straining devices. shall be of a type approved as meeting the
standards of the United States Department of Transporta-
tion or” the specifications of the Society of Automotive
Engineers. The buckles and anchorage units shall be in good

condition and the webbing shall not be dangerously worn or
cut. a ’

13:20-32.43  Gear shift indicator; official inspection
facilities

A motor vehicle equipped with an automatic transmission
shall be equipped with a gear shift indicator in proper
operating condition. Certification of a motor vehicle shall
not be refused because of a minor misalignment of a gear
shift indicator (that is. a misalignment of not more than
one-half the distance between shift positions); however, the
motorist shall be advised 10 have the defect corrected.

13:20-32.44  Transmission; official inspection facilities
The transmission of a motor vehicle shall operate proper-
lv and shall be capable of operating in reverse. A reverse

detent mechanism shall be present and shall be in proper
operating condition.

13:20-32. 45 Television: official inspection facilities

A motor vehicle shall not have a television installed in
such a manner that the viewing screen is visible to the driver
while he or she is operating the motor vehicle.

13:20-32.46  Trunk lid: official inspection facilities

A motor vehicle trunk lid shall be capable of being
securely fastened in accordance with the motor vehicle
manufacturer’s original design and specification.

13:20-32.47 Service brakes (including service brake
equalization and service brake pedal reserve);
official inspection facilities

(a) The nspection for motor vehicle service brake pedal

reserve shall be performed as set forth in this section.

“Pedal reserve” is the amount of total pedal travel left in

reserve when the pedal i1s depressed to the brake applied

position. The service brake pedal reserve test does not apply

10 air brake svstems.

(b) With the motor vehicle stationary and the service
brake pedal depressed under a moderate foot force (that is,
a force of 25 pounds for power brakes and 50 pounds for
other brakes). there shall be a minimum of one-fifth of the
total average pedal travel (as per the motor vehicle manu-
facturer’s specifications) remaining. The motor vehicle en-
gine shull be running when power brakes are tested. In the
event that the adequacy of the service brake pedal reserve
on a motor vehicle equipped with disc brakes is in question,
the pedal reserve shall be tested when the brakes are
applied while the motor vehicle is being driven. The service
brake pedal reserve test is not required for motor vehicles
equipped with full power (central hydraulic) brake systems
or for motor vehicles with brake systems designed to oper-
ate with less than one-fifth pedal travel.

Supp. 12-6-99

(c) With the service brake pedal depressed to the brake
applied position for 10 seconds under a foot force of
approximately 125 pounds. there shall be no perceptible
decrease in pedal height and. if the motor vehicle is so
equipped, no illumination of the brake system failure indica-
tor light. If a2 motor vehicle is so equipped, the brake system

“failure indicator light shall be in proper operating condition.

(d) Brake hoses shall not be mounted so as to contact the
vehicle body or chassis. Brake hoses shall not be cracked.
chafed, or flattened. Protective devices, such as “'rub rings.”
are not to be considered part of the brake hose.

(e) Hydraulic or air brake line tubing shall be specially
designed for automotive hydraulic or air brake line use.
Tubing designed for gasoline or oil lines is not acceptable
for use as hydraulic or air brake lines.

(f) Backing plates and caliper assemblies shall not be
deformed or cracked. Brake system parts shall not be bro-
ken, misaligned. missing, binding, or show evidence of se-
vere wear. Automatic adjusters and other parts shall be
assemnbled properly and installed correctiv.

(g) The vacuum brake hoses shall be examined visually
and aurally with the motor vehicle engine running. The
hoses shall not be collapsed. abraded. broken. improperiy
mounted, or audibly leaking.

(h) After insuring that the ures are properly inflated. a
brake performance test shall be conducted. The brakes shall
be tested on a drive-on platform tester. The results shall
show some brake force produced by each wheel brake and
the total brake force shall be equal to at least 43.5 percent
of the gross vehicle weight. This is equivalent to a decelera-
tion of 14 feet per second. which shall produce a stop from
a speed of 20 miles per hour in 30 feet. The braking force
on a front wheel or on a rear wheel shall not be less than 63
percent of the braking force developed on the other front
wheel or rear wheel, respectively. The service brake shall
have a minimum front to rear brake ratio of 40 percent and
a2 maximum front to rear brake ratio of 95 percent. The
allowable front brake bias margin shall be 25 percent and
the allowable rear brake bias margin shall be 15 percent.

(i) If a motor vehicle is equipped with air brakes. the low
pressure warning system and air brake components shall be
tested for proper operation. This test includes the following:

1. The low pressure warning sysiem. The engine shall
be wirned off when there is sufficient air pressure so that
the low pressure warning signal is not illuminated. The
electrical power shall be turned on and the brake pedal
shall be depressed and released 10 reduce the air tank
pressure. The low air pressure warning signal shall be-
come illuminated before the air pressure drops to less
than 60 pounds per square inch in the air tank (or, in dual
air systems. in the tank with the lower air pressure).
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2. Operation of automatic spring brakes. The motor

vehicle wheels shall be chocked. the parking brake re-
leased when there is sufficient air pressure to do so0. and
the engine turned off. The brake pedal shall be depressed
and released 1o reduce the air tank pressure. The parking
brake knob shall pop out when the air pressure falls to
the manufacturer’s specification. which is usually in a
range of between 20 1o 40 pounds per square inch. This
shall cause the spring brakes to engage.

3. Rate of air pressure increase. With the motor
vehicle engine idling at the motor vehicle manufacturer’s
specification. the air pressure shail increase from 85
pounds per square inch to 100 pounds per square inch
within 45 seconds in dual air svstems. If the motor vehicle
18 equipped with larger than minimum air tanks. the rate
of increase may be longer as per the manufacturer’s
specifications. In single air svstems on pre-1975 model
vear motor vehicles. tvpical specifications are an air pres-
sure rate of increase from.30 10 90 pounds per square
inch within three minutes with the engine at an idle speed
o1 60 to 900 revolutions per minute.

4. Air leakage rate. With a fully-charged air svstem
trvpreally 125 pounds per square inch). the engine shall be
wrned off. the service brake shall be released. and the air
pressure drop shall be umed. The loss rate shall be less
than two pounds per square inch in one minute for single
vehicles. or less than three pounds per square inch in one
minute for combination vehicles. Ninety pounds per
~quare inch or more shall then be applied to the brake
pedal. After the inuial pressure drop. the air pressure
shall not fall more than three pounds per square inch in
one minute for singie vehicles. nor more than four pounds
per square inch in one minute for combination vehicles.

2. Governor cut-in and cut-out pressure. The air com-
pressor shall start pumping at approximately 100 pounds
per square inch and shall stop pumping at approximately
125 pounds per square inch as per the manufacturer's
specifications. The motor vehicle engine shall be operated
at a fast idle. The air governor shall cut-out the air
COmpressor at approximately the manufacturer’s spegified
pressure. The air pressure indicated on the air pressure
gauge(s) shall stop rising. With the engine idling, the
brake pedal shall be depressed and released to reduce the
air tank pressure. The air compressor shall cut-in at
approximately the manufacturer's specified cut-in pres-
sure. and the air pressure shall begin to rise.

13:20-32.48 Parking brake; official inspection facilities

(a) The parking brake shall be able 10 hold the motor
vehicle stationary on any up or down grade upon which it

can be operated. whether the motor vehicle is empty or
loaded.

th) The parking brake shall be equipped with a raichet
and pawl. or other tvpe of automatic locking device, which
will hold the bruke i the applied position. On motor
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vehicles equipped with an auwtomatic transmission and an
automatic parking brake release, the locking device shall
hold the parking brake in the applied position regardless of
whether the transmission gear shift lever is in the “neutral”
or “park’ position.

(c) When the parking brake is applicd. there shall be a
minimum of one-third of the total average travel (as per the
motor vehicle manufacturer’s specifications) remaining.

13:20-32.49  Speed recarding instrument (speedometer):
mileage recording instrument (odometer):
official inspection facilities

Cenification of a motor vehicle shall be refused if the
speed recording instrument (speedomeler) or the mileage
recording instrument (odometer) for such motor vehicle is
inoperative or does not operate properly.

13:20-32.50 Credentials; motorcycles: official inspection
facilities

The driver of a motorcycle presented for inspection shall
present either a valid motorcycle operator's license or a
valid basic driver’s license with a motorcvele endorsement. a
valid New Jersev motorcycle registration certificate. and a
valid New Jersey insurance idenufication card for the mo-
torcycle. Photocopies or facsimiles of credenuals shall not
be accepted. Credentials shall be leaible and shall contain
no alterations.
13:20-32.51 License plate: motorcycies: official inspection
facilities

(a) A motorcycle shall not be certified if the license plate
is not in the possession of the operator when the motorcvele
is presented for mspection. or if the letters and.or numbers
on the license plate are illegible

(b) Certification of a motorcvele shall not be refused
because the following requirements are not met: however.
the motorcyclist shall be advised to have the condition
corrected:

L. Only a rear license plate is required on a motorcy-
cle. The license plate shall be clear and distinct and free
from grease, dirt. or other blurring material so that it is
plainly visible at all times of the day and night:

2. The license plate shall be securely attached to the
rear of the motorcycle:

3. The license plate shall be displaved not less than 12
inches nor more than 48 inches from the ground in a
horizontal position. right side up and right side out:

4. The letters and/or numbers on the license plate
shall agree with the letters and'or numbers on the regis-
trauon ceruficate of the motorevele:

5. The license plate shall not be covered by glass.
plasiic. or similar matenal:
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DEPT. OF LAW AND PUBLIC SAFETY

6. The license plate shall not be bent or defaced; or

7. The registration plate decal(s) issued by the Divi-
sion far use on the license plate shall indicate the month
and vear in which the registration certificate for the
motorcycle expires and shall be firmly attached to the
hicense plate. :

13:20-32.32 Frame, wheels, steering, handlebars, and
suspension; motorcycles; official inspection
facilities

(@) Certification of a motorcycle shall be refused for any
of the following reasons:

I. The frame is bent or damaged so as to affect the
safe operation of the motorcycle;

2. The wheels and/or rims are bent, damaged, or

defective. or the wheels are out of line. so that steering
and control are adversely affected:

3. The steering-head bearing is loose. broken. defec-
tive, or out of adjustment:

4. The handlebars are loose. bent. broken, or dam-
aged so as to affect proper steering:

3. The handlebar gnps are higher than the shoulder
height of the operator when he or she 15 seated on the
motorevcle in normal driving position. Inasmuch as no
poruon of the handlebar grips shall be higher than the
shoulder height of the operator. the measurement shall be
made to the highest point on the handlebar grips:

6. Any component which is loose, bent. broken, defec-
tive. out of adjustment. or missing, so as to affect the safe
operation of the motorcvcle: or

7. The steening or suspension svstem is not in a

condition equivalent to the motorcvele manufacturer’s
specifications.

13:20-32.53 Windscreen, glazing, and obstruction to
driver’s vision; motorcycles; official inspection
facilities

(a) A windscreen is not required on a motorcycle if the
operator has in his or her possession an approved type of
gogeles or an approved type of face shield. 1f the motorcycle
1s equipped with a windscreen. it shall be inspected and
certification shall be refused for anv of the following rea-
sons:

I. The windscreen i1s not of an approved type. The
windscreen shall be approved as meeting Standard Z26.]
of the American National Standards Institute. The letters
“AS.” along with the trademark of the manufacturer or
distributor. appear on approved types of windscreens:

2. The windscreen support. or some other component.

obstructs the driver’s vision or 1s constructed or located as
to constitute a hazard to the driver:

3. The windscreen is broken. cracked. discolored. or
scratched so as to obstruct the driver's vision;

4. The windscreen is not securely mounted:

5. The windscreen does not provide adequate protec-
tion for the operator; or

6. A sign, poster, sticker. or other non-transparent
material is on the windscreen so as to obstruct the driver’s
vision: provided, however, an automatic vchicle identifica-
tion system transponder approved bv the Director in
accordance with N.JA.C 13:20-10. or any sticker ap-
proved by the Director, is permitted.

13:20-32.54 Horn; motorcycles; official inspection facilities
(a) Certification of a motorcycle shalt be refused for any
of the following reasons:
1. The motorcycle is not equipped with a horn;

2. A horn is not securely fastened 10 the motorevele:

(W)

A horn button is placed in an unsafe position:
4. A horn button is not operating properly:
3. Horn wiring is in an unsafe condition:

6. A horn is not audible under normal conditons
from a distance of not less than 200 feet; or

7. A motorcycle is equipped with a siren, whistle. or
bell (except an authorized emergency vehicle or unless a
permit for same has been issued by the Director in
accordance with N.J.A.C. 13:24); provided. however. that
any motorcycle may be equipped with a theft alarm signal
device which is installed so that it cannot be used bv the
driver as an ordinary warning signal.

(b) Certification of a motorcycle shall not be refused
because a horn emits an excessively loud or harsh sound:
however. the motorcyclist shall be advised to have the
condition corrected.

13:20~-32.55 Windshield wipers: motorcycles: official
inspection facilities

(a) Some three-wheeled motorcycles are equipped with a
passenger automobile type of windshield. In such cases. the
motorcycle shall be equipped with at least one properly
operating windshield wiper 10 provide clear vision for the
driver. A motorcycle manufactured with only one windshield
wiper shall have the wiper so located that it cleans the
portion of the windshield directly in front of the driver in
order for the driver to safelv operate the motorcycle.

(b) If a motorcycle was originally manufactured with rwo
windshield wipers. both wipers shall operate properiy.

(¢c) A windshield wiper shall be capable of operating at a
speed necessary to provide the drniver a ciear view ahead
under all conditions of weather.
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(d) Windshield wiper blades shall not be damaged, hard-
ened. deteriorated. missing, or of an improper type (such as
4 blade designed for a flat windshield installed on a curved
windshield). or of an improper size.

(e) A windshield wiper blade shall be held against the
windshield with adequate pressure to provide the driver a
clear view ahead under all conditions of weather,

(Y A windshield wiper shall clean the [ull arey of the
windshield for which it was designed.

(2) A windshield wiper control shall be constructed and
installed as to be operated or controlled by the driver and
shall be in proper operating condition,

13:20-32.56  Clearance lights; motorcycles; official
inspection facilities

(a) If the mororcvele is equipped with a side car or any
other extension that is attached to the side thereof. there
shall be a clearance light located on the outside limit of the
side car or extension which displavs white light to the front
of the motorcycle.

(b) Certification of 2 motoreyele shall be refused for any
of the following rea~ons:

.- The clearance light is not of an approved rvpe.
Clearance lights shall be of a vpe approved as meeting
the stundards of the United States Department of Trans-
portation or. for motoreveles manufactured prior to the
adoption of such standards, the standards of the Society
of Automotive Engineers The letters “SAE” and the
letters “P1” or “P2" or “PC." along with the manufactur-
er~ name or trademark. are on the lens of such lights;

-

- The clearunce light 15 not permanently and securely
mounted on a permanent part of the motorcycle;

2 The lens is missing., broken. or cracked:

4. The clearance light does not display white light to
the front of the motoreycle; or

3. The filament does not light when the headlight is in
operation.

(¢) A three-wheeled motorcyele shall be equipped with
amber side clearance lights or parking lights on each side
visible from the front of the motorcvele.

13:20-32.57 Taillight. reflector. and license plate light;
motorcycles: official inspection facilities

(a) Certification of a motorcycle shall be refused for any
of the following reasons:

1. The taillight shall be of a tvpe approved as meeting
the stundards of the United States Department of Trans-
portation or. for motoreveles manufactured prior to the
adoption of such standards. the standards of the Society
of Automotive Engineers. The letters “SAE™ and the

letter = T.” along with the manufacturer's name or trade-
mark. are often on the lens of such lights:

2. The taillight shall be permanenth and securely

mounted on the rear of the motorcvele on the vertical
centerline. except that if two taillights are present they
shall be symmetrically disposed about the vertical center-
line. The mounted height of a taillight. as measured from
the center of the lens to the level surface upon which the
motorcycle stands, shall be not less than 13 inches nor
more than 72 inches;

-

3. The lens is missing. broken. or of a color other than
red. Cernfication of a2 motorcycle shall not he refused
because a taillight lens is cracked. provided no white light
shows to the rear of the motorcycle and no portion of the
lens is missing. However. the motorevelist shall be advised
to have the defect corrected:

4. The filament does not light when the headlight is in
operation;

5. The reflector shall be of a tvpe approved as meet-
ing the standards of the United States Department of
Transportation or. for motorcycles manufactured prior to
the adoption of such standards. the standards of :the
Society of Automotve Engineers. The lerters “SAE” and
the letter "A” (for Class A reflectors) or the letter “B™
(for Class B reflectors). along with the manufacturer «
name or trademark. are on such reflectors m most casex:
or

6. The reflector shall be permanentiy and securel
mounted on the rear of the motorcvele on the verucal
centerline. except that if two reflectors are present thev
shall be symmetrically disposed about the vertical center-
hine. The mounted height of a reflector shall be not less
than 15 inches nor more than 60 inches from the leved
surface upon which the motorcycle stands. The mounted
height of a reflector shall be measured from -he center of
the reflector.

(b) A three-wheeled motorcycle shall be equipped with a
taillight and a red reflector on each side visible trom the
rear of the motorcvele.

(¢) Certification of a motorcycle shall be retused of the
license plate light is inoperative. License plate lights shall be
of a type approved as meeting the standards of the United
States Department of Transportation or. for motoreveles
manufactured prior 10 the adoption of such standards. the
standards of the Societv of Automotive Engineers. The
letters "SAE" and the letter “L." along with the manutac-
turer’s name or trademark. are often on the lens of such
lights.

13:20-32.58  Stoplight: motorcycles: official inspection
facilities
() Certification of a motorcycle shalt be rerused for am
of the following reasons:
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1. The stoplight is not red or amber in color:

-

-. The stoplight is not of an approved type. All stop-
lights shall be of a type approved as meeting the stan-
dards of the United States Department of Transportation
or, for motorcycles manufactured prior to the adoption of
such -standards. the standards of the Society of Automo-
tive Engineers. The letters “SAE™” and the letter “S,”
along with the manufacturer’s name or trademark, are
often on the lens of such lights;

3. The stoplight is not activated by application of the
brake;

4. The stoplight is not permanently and securely
mounted on the rear of the motorcycle on the vertical
centerline. except that if two stoplights are present they

shall be symmetrically disposed about the vertical centet-
line: or

5. The lens is missing. Certification of a motorcycle
shall not be refused because of a cracked lens, provided
no white light shows to the rear of the motorcycle and no

3. The muffler is not designed especially for motorcy-
cles or is not equivalent in quality and performance to the
onginal manufacturer’s equipment designed for highway
use;

4. There is a muffler cut-out. muffler bypass or any
similar device, or any change or modification to the
exhaust system which causes excessive noise;

5. An exhaust system which has loose or worn compo-
nents or has been patched: provided. however. that an
exhaust system which has been properly welded and is in
good condition may be certified:

6. There is excessive smoke. There shall be no more
smoke than that produced by a properly maintained and
functioning motorcycle:

7. An exhaust system in which all parts are not prop-
erly mounted; or

8. There is excessive vibration of the exhaust svstem.

(b) Notwithstanding (a) above. certification of a motorcy-

portion of the lens is missing. However. the motorcyclist  cle shall not be refused because a muffler has drain holes
shall be advised to have the defect corrected. which were placed in it at the ume of manufacture for
drainage purposes.

(bY A three-wneeled motorcycle shall be equipped with a

red or amber stoplight on each side visible from the rear of 13:20-32.61

the motorevcle.

13:20-32.39  Tires: motorcyeles: official inspection facilities

Headlights; motorcycles: official inspection
facilities

(a) Every motorcycle shall be equipped with a headlight

on the front on the vertical centerline. except that if two

(4) Ceruficauon of a motorcycle shall be refused for any  headlights are present they shall be symmetrically disposed
of the following reasons: about the vertical centerline. Motorcycle headlights shall

emit only a white light and shall be tested for proper
1. The tread on any tire is less than $2 of an inch in operation.

any wo adjacent major grooves at three locations spaced
approximately equally around the outside of the tire;

2. Any part of the ply or cord is exposed;

3. The ure structure has a chunk. bump, knot, or
bulge evidencing cord. ply, or tread separation from the
casing or other adjacent material: or

4. A ure has been regrooved below the original tread
depth. unless such tire was originally manufactured with
extra undertread material and is marked “REGRQOVA-
BLE."

13:20-32.60 Exhaust system; motorcycles; official
inspection facilities

(a) Cerufication of a motoreycle shall be refused for any
of the following reasons:

1. An exhaust svstem in which the muffler is missing,
defecnive. or not in proper operating condition;

2. An exhaust system if there is evidence of exhaust

gas leakage at anv point in the svstem;
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(b) Certification of a motorcycle shall be refused for any

of the following reasons:

1. The motorcycle is not equipped with at least one
approved type of motorcycle headlight. All headlights
shall be of a type approved as meeting the standards of
the United States Department of Transportation or, for
motorcycles manufactured prior to the adoption of such
standards, the standards of the Society of Automotive
Engineers. The letters “SAE™ and the letter “M.” along
with the manufacturer’s name or trademark. often appear
on approved type motorcycle headlights:

2. A motorcycle shall not have more than nwo head-

lights. If two headlights are installed. both shall operate
properly and be of an approved tvpe. Motorcycles having
motors not over five horsepower may have either multiple
beam or single beam headlights: all other motorcycles
shall have muitiple beam headlights. One seven inch
sealed beam passenger automobile headlight unit of an
approved type. or one 3% inch Tvpe 1 and one 3% inch

Type 2 sealed beam passenger automobile headlight unit

of an approved type. may be used if desired:
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3. The headlight is not securelv mounted. cannot be
aimed vertically or its aim is grossly misaligned, the wiring
is not in proper condition, or the headlight switch (if the
motorcycle is so equipped) does not operate properly;

4. The lens is cracked. missing, broken, or improperly
installed:;

3. There is dirt. excessive moisture. discoloration. con-
tamination, or reflecior deterioration: or

6. The light intensity is not sufficient: provided, how-
ever. that the engine speed of the motorcvcle mav be
mcreased in an attempt to obtain sufficient light intensity.

{¢) Certification ol a motorcycle shall not be refused
because the headlight rim is missing; however, the motorcy-
clist shall be advised to have the defect corrected.

(d) Cerufication of a motorcycle shall not be refused
because a headlight switch is not present provided the

beadlight 1s illuminated when the ignition switch is turned
on.

13:20-32.62  Rear view mirrors: motorcycles; official
inspection facilities

ta) Ceruficanon of a motorcycle shall be refused for any
of the fallowing reasons:

. The motarevele is not equipped with a rear view
murror:

2. The murror is  discolored.
cracked. broken. or has sharp edges:

peeled. 1armished.

3. The mirror is not capable of adjustment to a fixed
horizontal and vertical position:

4. The murror is not securely or properly mounted on
the motorevele:

I~

The mirror does not provide the driver adequate
redr VICw vision: or

f. The primary rear view mirror to the left of the
driver hus a concave or convex shape.

13:20-32.63 Miscellaneous lights; motorcycles; official
inspection facilities

(a) The hehts described in this section are not required
on motorcycles. unless otherwise noted. but are permitted

provided they comply with the requirements set forth in this
section.

(b) All miscellaneous lights used on motorcycles shall be
of 4 tvpe and color approved as meeting the standards of
the Society of Automotive Engineers. The letters “SAE,”
along with the manufacturer’s name or trademark. are often
on the lens of such lights. In addition, the letters listed
below often appear on the following lights:

I. Foglights = F: or
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2. Supplemental driving or passing hights = Y or Z.

(c) Any motorcycle may be equipped with not more than
two auxiiary driving lights which are securelv mounted on
the front of the motorcycle at a height of not less than 12
inches nor more than 42 inches above the level surface upon
which the motorcyvcle stands. Auxiliary driving lights include.
but are not limited 10, fog lights. passing lights. and supple-
mental driving lights. Auxiliary driving lights shall be proper-
Iv nstalled so that their aim is not grossly misaligned nor
readily disturbed by ordinary motorcycle operation. Fog
lights shall be wired so that they can only be used in
conjunction with the low beam headlights.

(d) The following concern turn signal lights required on
three-wheeled motorcycles:

1. Two turn signal lights shall be visible from the front
of the motorcycle. and two turn signal lights shall be
visible from the rear of the motorcvele.

2. The entire um signal system shall be of an ap-
proved tvpe. All turn signal lights. flashers and operating
umts shall be of a tvpe approved as meeune the standards
of the Sociernv of Automouve Engincers. The letters
“SAE.” along with the manufacturer's name or trade-
mark. are often on such devices. In the case of front and
rear turn signal lights. the letter “1” or the letter “D™ is
often on the lens of such lights.

3. The turn signal lights showing to the front of the
maotorcvele shall be amber or white in color.

4. The turn signal lights showing 1o the rear of the
motorcycle shall be amber or red in color.

5. All wrn signal lights. svstems and components shall
be in proper operaung condiuon. Certification of a mo-
torcycle shall not be refused because a turn signal light
has a cracked !ens. provided no white light shows to the
rear of the motorevcle and no portion of the lens 1
missing. However. the motoreyelist shall be advised to
have the defect corrected.

(e) A spot light is a light which can be aimed at will. Any
motorcvele may be equipped with not more than one spol
hght. but the use of any such spot light for driving purposes
is prohibited. The letters “"SAE™ and the letter “0Q." along
with the manufacturer's name or trademark. are oficn on
the lens of approved tvpe spot lights. Approved spot lights
shall meet the requirements of SAE J-391b, incorporated
herein by reference. The Standards of the Society of Auto-
motive Engineers (SAF) may be obtained from the Socien
of Automotive Engineers. Inc.. 400 Commonwealth Drive.
Warrendale. PA 17096.

(f) Flashing lignts are prohibited on motareveles (except
an authorized emergency vehicle or unless 4 permit for
same has been 1ssued by the Director 1n accordance with
N.JAC. 13:24) except as a means for indicating right or left
turns or for hazard waming wignals.
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(g) A motorcvele driven by an active member in good
standing of a volunteer fire company or a volunteer first aid
or rescye squad may be equipped with a blue emergency
warning light or lights in accordance with the requirements
set forth in NJA.C. 13:24-5. An identification card (per-
mit) issued pursuant to NJA.C. 13:24-5 shall be in the
possession of the operator at all times when the blue
emergency warning light or lights are displayed on a motor-
cycle.

(h) ANl miscellaneous lights shall be permanently and
securely mounted on a permanent part of the motorcycle in
such 2 manner as to reduce the likelihood of their being
obscured by mud or dirt thrown up by the wheels.

(i) Two or more hghting devices and reflectors may be

combined opticallv, but the following combinations are pro-
hibited:

1. A wrn signal with a headlight: or

2. Acclearance light with a taillight or an identification
light, '

(j1 Mowreveles may be equipped with other lights in
addition 10 those which are specified in this subchapter. The
manufacturer’s name or trademark and the letters “SAE”
often appear on the lens of such lights. along with the
identfication jetters shown below:

1. E: Side turn signal lights (mounted on motorcvcle
sidexy:
“

2. K: Cornening lights:

3. M: Motorcvele and motor driven cvele headlights
{motorevele tvpe):

4. N: Motorcvele and motor driven cyele headlights
(motor driven cvcle tvpe);

3. R: Back-up lights:

6. U: Supplemental high-mounted stop and turn signal
lights:

7. V:Liquid burning emergency flares:
8. W4 Emergency reflex reflectors: or
9. X: Electnic emergency lanterns.

13:20-32.64 Wiring, switching, and electrical equipment;
motorcycles; official inspection facilities

(a) Certification of a motorcycle shall be refused for any
of the following reasons:

1. The wiring and/or switches are not in proper condi-
tuon. are improperly installed. or are so located as to
cause damage.

2. The switches do not function properly:

3. A connection is not secure or shows signs of dam-
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4. The power for lights is not provided by a generator,
alternator, or magneto. Dry cell batteries are not accept-
able as a source of electrical energy except for parking
lights; or

5. Any defect in wiring or switching which adversely
affects the lighting performance of any exterior light.

(b) Certification of a motorcycle shall not be refused
because a headlight switch is not present provided the
headlight is illuminated when the ignition switch is turned
on.

(¢) Certification of a motorcycle shall not be refused if
replacement switches are present which perform the same
function as original switches, provided the safe operation of
the motorcycle is not adversely affected.

(d) Certification of a motorcvcle shall not be refused if
replacement switches are present which perform the same
function as the original switches but are not located in the
original switch position(s), provided the safe operation of
the motorcycle is not adversely affected.

13:20-32.65 Headlight beam indicator light; motorcycles;
official inspection facilities

(a) Certification of a motorcycle shall not be refused
because the headlight beam indicator light 1 inoperative or
does not operate properly; however. the motorcvelist shall
be advised to have the defect corrected.

(b) A headlight beam indicator light is not required on
motorcycles equipped with single beam headlights.

13:20-32.66 Miscellaneous items; motorcycles: official
inspection facilities

(a) Cerufication of a motorcvcle shall be refused for anv
of the following reasons:

1. Fuel leakage at any point in the motorcycle fuel
system:

2. The fuel tank and piping are not securely mounted

or are not in proper condition:
3. The fuel tank is not properly capped:

4. The chainguard does not provide sufficient protec-
tion; or

3. The speed recording instrument (speedometer) or
the mileage recording instrument (odometer) 1S Inopera-
tive or does not operale properly.

(b) The rear fenders of three-wheeled matorevcles shall
extend downward to the rear at least three-quarters ol the
distance from the top of the tire 1o the horizontal centerline
of the tire. Fender flaps may be attached to the rear fenders
to provide the required length.
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13:20-32.67 Service brakes (including service brake
equalization. service brake pedal reserve, and
parking brake on three-wheeled motorcycles);
motorcycles; official inspection facilities

(a) Certification of a motorcycle shall be refused for any
of the following reasons:

N

L. The motorcycle is not equipped with front and rear
brakes adequate to control the movement of and stop the
motorcycle within a safe distance; or, for 1973 and earlier
mode! year motorcycles. the motorcycle is not equipped
with at least one brake adequate to control the movement
of and stop the motorcycle within a safe distance;

2. Levers (foot and hand) do not have at least one-
third of their average travel distance as reserve after the
brakes are fully applied:

3. Any leak in a hydraulic brake system; or

4. Any defect in mechanical components.

(b) A three-wheeled motorcycle shall be equipped with a
parking brake in proper operating condition.

(¢) The parking brake shall be able to hold the motorcy-
cle stationary on any up or down grade upon which it can be
operated. whether the motorcycle is empty or loaded.

(d) The parking brake shall be equipped with an auto-
matic locking device which will hold the brake in the applied
position.

(e) When the parking brake is applied. there shall be a
minimum of one-third of the total average travel (as per the
motorcvele manufacturer’s specifications) remaining.

(f) The service brakes on a three- wheeled motorcycle
shall be properly equalized.

13:20-32.68 Helmets; motorcycles; official inspection
facilities
(a) Certification of a motorcycle shall be refused for any
of the following reasons:

1. There 1s not an approved type of safety helmet in
the possession of the motorcycle operator. An approved
type of safety helmet is marked to meet Standard Z90.]
of the American National Standards Institute or Federal
Motor Vehicle Safety Standard 218, along with the manu-
facturer’s or distributor’s trademark;

2. The safery helmet is not equipped with either a
neck or chin strap; or

3. The safety helmet is not reflectorized over an area
of at least four square inches on each side of the helmet.
Red. white. or amber reflectorized safety tape shall be
used and shall be securely affixed to the helmet in a
permunent waterproof manner. Helmets manufactured
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with built-in reflectorization shall also have affixed there-
to the reflectorized tape.

13:20-32.69 Goggles or face shields; motorcycles: official
inspection facilities

(a) A motorcycle operator is not required to have goggles
or a face shield in his or her possession if the motorcycle is
equipped with an approved type of windscreen in accor-
dance with N.J.A.C. 13:20-32.53. If the motorcycle is not
equipped with an approved type of windscreen, it shall not
be certified unless the operator has in his or her possession
either an approved type of goggles or an approved type of
face shield.

(b) Approved type goggles and approved type face shields
are marked to meet Standard Z2.1 or Standard Z87.1 of the
American National Standards Institute or Regulation V-8.
The letters and numbers Z2.1 or Z87.1 or V-8 appear on
such goggles and face shields. along with the trademark of
the manufacturer or distributor.

13:20-32.70  Seats; motorcycles: official inspection
facilities

(a) Motorcycles designed for occupancy by two people
shall have either one permanent seat designed for two
persons, or a separate passenger seat located to the rear or
side of the seat for the operator.

(b) Cenification of a motorcycle shall be refused for any
of the following reasons:

1. The seats are not equivalent in quality and safety to
the original manufacturer’s equipment:

2. Each seat is not securelv mounted: or

3. The seats are not of sufficient strength or are
mounted in such a manner that the operator and passen-
ger cannot ride without crowding or interfering with the
operation of the motorcycle.

13:20-32.71 Foot rests; motorcycles; official inspection
facilities

(a) Motorcycles designed to carry more than one person
shall be equipped with adequate foot rests for each passen-
ger.

(b) Certification of a motorcycle shall be refused for any
of the following reasons:

1. The foot rests are not equivalent in quality and
performance to the onginal manufacturer’s equipment:

2. The foot rests are not securely mounted:

3. The foot rests ure not capable of supporting the full
weight of the user: or
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4. The foot rests for passengers are mounted in such a

manner as to interfere with the operation of the motorcy-
cle. -

SUBCHAPTER 33. INSPECTION STANDARDS
AND TEST PROCEDURES TO BE USED B
LICENSED PRIVATE INSPECTION
FACILITIES

13:200:33.1

The Nollowing words and terms. when used in/this sub-
chapter,\shall have the following meanings unies the con-
text clearly indicates otherwise.

Definitions

“Certifical¢ of approval” means an inspection sticker
issued by an\official inspection facility, alicensed private
inspection faciNty. or a State specialty inspection facility
certifying that a\motor vehicle complief with the require-
ments of Title 3% and Title 26 of the Revised Statutes.
NJAC 13:2043. NI AC. 13:20-37 or this subchapter.
whichever 1s applicabk. and NJA.¢. 7:27-15 and 7:27B—
_regarding the inspectiomof motor véhicies.

“Certificate of waiver” feans An inspection sticker issued
by an official inspection fagilfy evidencing that a motor
vehicle has successfully passed a safety inspection but that
the requirements of compliadck with N.J.A.C. 13:20-43 and
the rules adopted by the/Depantment of Environmental
Protection pertaining to efission\nspection standards have
been waived by the Diylsion for de particular inspection
cycle for which the waiver is granted.

“Director™ means Ahe Director of the Division of Motor
Vehicles in the Department of TranspoNation in the State
of New Jersey.

“Division™ méans the Division of Motor\Vehicles in the
Department of Transportation in the State hf New Jersey.

“Gross vghicle weight rating” or “GVWRY means the
value specffied by the manufacturer as the maxijum loaded
weight of a single or combination (articulate) vehicle.

"Offfcial inspection facility” means a test-only igspection
facility that the State Treasurer has contracted for pursuant
to settion 4 of P.L. 1995, ¢.112.

Private inspection facility” means any person. partner-

ship. or corporation licensed by the Division pursuant to

J.A.C. 13:20-44 to perform the motor vehicle inspections
required bv N.J.S. A 39:8-1.
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“State specialty inspection facility” means a test-only in
spection facility that is operated by the Division to inspeft
certain motor vehicles as specified in N.J.A.C. 13:20-7.3¢d).

X-2 General provisions: Class 1, 11, and 111
licensees

(a) This'subchapter contains the inspection standards and
test proceduges to be used by licensed private/inspection
facilities, inciyding Class I and Class I licesised private
inspection facilies when inspecting and certifying automo-
biles, trucks, buses (including modified bus¢s regardless of
passenger capacit\which have been issueq passenger, gov-
emmental, no fee, or commercial vehiclg license plates by
the Division), and jitneys as defined in N.J.A.C. 13:20-44.2
for compliance with \inspection stangards, and Class II]
licensed private inspection facilities/when inspecting and
certifying motorcycles fog compliange with inspection stan-
dards.

(b) A private inspection {acility license authorizes the
placement of an inspection \ériificate of approval on a
motor vehicle upon:

1. Initial inspection as/certification of compliance with
inspection requirements;/and

2. Reinspection as kertification\that defects for which
the motor vehicle whs initially rejected have been re-
paired, adjusted. or Lorrected to brikg the motor vehicle
into compliance with inspection requirements.

(c) An emission Anspection or reinspedtion shall be per-
formed by a motgr vehicle emission inspector licensed in
accordance with/ NJ.S.A. 39:8-1 et seq\ and NJA.C.
13:20-43.17. The/motor vehicle emission inspector shall sign
his or her name/on the motor vehicle inspectidp report upon
completion of/ the inspection or reinspection\ of a motor
vehicle. A safety inspection or reinspection shall be per-
formed by a Mmechanic possessing the qualificatiogs set torth
at N.JLA.C./13:20-44.19. The mechanic shall sign \us or her
name on the motor vehicle inspection report or motorevcle
inspectiog invoice upon completion of the inspéction or
reinspecfion of a motor vehicle or motorcycle.

(d) /The fee which may be charged by a Class 1 litensed
privage inspection facility for an initial inspection sha]l not
exceed the schedule of inspection charges displaved ag the
facflity’s place of business and on file with the Divisiop of
Mptor Vehicles’ Private Inspection Facility Licensing Unit.

e schedule of inspection charges shall specifically et
forth the inspection charge for the initial inspection pf
motor vehicles having a GVWR of 8,500 pounds or less any
the inspection charge for the initial inspection of moio
vehicles having a GVWR greater than 8.500 pounds.
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